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NEW ADDITION TO THE SERIES 3200 OFFERING


A Quick Firestone Building Products Technical Update - 3/18/14


TECHNICAL BULLETIN


Firestone Building Products is extending its UNA-CLADTM Aluminum Plate Panel Offering


Firestone Building Products Company, LLC, a leading 
manufacturer and supplier of a comprehensive “Roots to 
Rooftops” portfolio of products, is extending its UNA-CLAD 
Aluminum Plate Panel offering to include the Series 3200 
No Return (NR). 


The Series 3200 NR provides commercial building 
professionals an additional option for enhanced aesthetics. 
The panels are fabricated using an extruded perimeter 
frame attachment and side clip. Instead of caulking at its 
panel joint, the system features an aluminum plate spline. 
The fact that the metal is not folded over to create a return 
edge sets this product apart from the rest of the line. This 
offers designers the choice of a crisp, clean edge panel. 


Like the original Series 3200, the 3200 NR features:


 � Reveal spline at panel joints (adjustable from .50 inches and 
up)


 � Spline material fabricated from the same color as 
panels or contrasting color


 � Maximum width dimension (58 inches)
 � Bent shape choices 


Thickness options include .125 or .190 inches. Kynar 
500®/Hylar 5000® high performance fluorocarbon resinous 
coatings, anodized and Class I and II batch anodized 
finishing options are available.


Updated details (see drawing below), specifications and 
technical information sheets are available on the website 
and company Portal.  


      


More >>>







NEW PERFORATED PANEL LINE ADDED TO DELTA SERIES


A Quick Firestone Building Products Technical Update - 3/18/14


TECHNICAL BULLETIN


Firestone Building Products Company announced today 
its existing UNA-CLAD Delta Concealed Fastener Panels 
are now available in perforated profiles. The Delta Series, 
an established high-performance cladding line, currently 
includes 11 concealed fastener panel profiles. Those 
panels are now also available in seven different perforated 
patterns with varying hole sizes in both 20-gauge steel 
and .040-inch aluminum.


Perforated UNA-CLAD Delta Concealed Fastener Panels 
are designed to be a decorative accent to a commercial 
or industrial building. The panels can be used on both 
the interior and exterior of a facility (steel options are only 
recommended for interior use). The Delta Series is known for 
its unique design which allows for rapid installation and 
a visual safeguard to ensure the panels are correctly 
interconnected. 


PERFORATED PATTERNS OPTIONS:
1. Staggered pattern, 1/8” (3 mm) round holes at 1/4” 


(6 mm) spacing; 23% open area.  


2. Staggered pattern, 1/8” (3 mm) round holes at 3/16” 
(5 mm) spacing; 40% open area.


3. Staggered pattern, 1/8” (3 mm) round holes at 7/32” 
(6 mm) spacing; 30% open area. 


4. Reverse pattern, 1/8” (3 mm) round holes at 3/8” (10 
mm) spacing; 10% open area.


5. Staggered pattern, 3/16” (5 mm) round holes at 
5/16” (8 mm) spacing; 33% open area. 


6. Reverse pattern, 1/4” (6 mm) round holes at 1/2” (13 
mm) spacing; 23% open area. 


7. Staggered pattern, 3/8” (10 mm) round holes at 
9/16” (14 mm) spacing; 40% open area. 


CAUTIONS AND CARE:
1. Perforated pattern hole alignment panel to panel can 


not be guaranteed.


2. Perforated pattern hole alignment down the length of 
individual panels can not be guaranteed.


3. No finish warranty is available for any perforated 
panels.


4. Perforated panels will ship with no protective 
masking and must be handled in the field with extra 
caution.


5. Perforated panels available in 20ga steel and .040” 
aluminum (recommended for interior applications only)


6. Be advised that substraight, interlocking joinery and 
clips may be visible through perforated hole pattern.  
If desired to have metal panel color consistency, 
specifiy the use of a two-sided finish on perforated 
panels and all accesory pieces.


Updated specification, perforated pattern guide and 
technical information sheets available on both the Firestone 
Building Products website, www.firestonebpco.com, and 
company Portal.


More >>>







IMPROVED DELTA CONCEALED FASTENER PANEL STARTER STRIP


A Quick Firestone Building Products Technical Update - 3/18/14


TECHNICAL BULLETIN


In response to customer feedback and our continuous 
panel improvement process, we developed an improved 
starter piece for the Delta Concealed Fastener Panel 
Systems. 


The starter piece performs like the original; however, it 
no longer relies on gauge or color-specific material.  This 
allows Firestone Building Products to better service the 
customer by stocking the starters in 10’-0” lengths in 
22ga steel and .040” aluminum random colors (note: it was 
previously noted on a 12/20/13 Technical Bulletin starter pieces would 
be stocked in 24ga).


Revised details (see drawing below for an example), as well as 
an updated installation guide, are available on the website 
and company portal.


Delta Starter Piece


When ordering the Delta Perforated option, the newly 
designed starter piece will be available in color and 
gauge to match the panels. Be advised that substraight, 
interlocking joinery and clips may be visible through 
the Delta perforated hole pattern. If desired for system 
color consistency, order all panels, starter pieces and 
accessory pieces to be the same color and gauge.


Firestone Building Products is committed to providing a 
full spectrum of top-quality, high-performance metal wall 
solutions for our customers. For additional information, 
please visit the Firestone Building Products website at 
www.firestonebpco.com.
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